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©  AKCELIK &  ASSOCIATES PTY LTD   2000 - 2010 

All Rights Reserved.  No part of this publication may be reproduced, stored in a retrieval 
system or transmitted in any form or by any means: electronic, electrostatic, magnetic tape, 
mechanical, photocopying, recording or otherwise, without the prior and written permission 
of Akcelik & Associates Pty Ltd.   

The readers should apply their own judgement and skills when using the information 
contained in this document.  Although the information contained in this document is 
considered accurate, no warranties or guarantees thereto are given.  Whilst the authors have 
made every effort to ensure that the information in this document is correct at the time of 
publication, Akcelik & Associates Pty Ltd, save for any statutory liability which cannot be 
excluded, excl udes all liability for loss or damage (whether arising under contract, tort, 
statute or otherwise) suffered by any person relying upon the information contained in the 
document. Any such statutory liability is reduced to the full extent lawful.   

Any produ ct, trade or manufacturer name(s) appear in this document only because they are 
considered essential for the purposes of this document, and Akcelik and Associates does 
not endorse, market, support, represent or accept any liability for any product or 
manuf acturer appearing in this report unless it is so specified.   

SIDRA SOLUTIONS software products are professional tools for the purpose of capacity, 
level of service, operating performance and travel quality analysis of road traffic.  They are 
not safety de sign or evaluation tools.  We recommend the use of appropriate safety analysis 
and audit tools for this purpose.  
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IMPORTANT 

This document is  under the COPYRIGHT of Akcelik and Associates Pty Ltd and may 
only be reproduced with written permission.  It may not be placed in any public 
library, may not be rented, loaned or distributed by any means.   

SIDRA INTERSECTION User Guide  is a RESTRICTED DOCUMENT for use under 
SIDRA INTERSECTION software licence only.   
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Dear Colleague 
 
 
SIDRA INTERSECTION VERSION 5 UPDATE 
 
We have prepared these notes to help you to adapt to the major changes introduced 
in SIDRA INTERSECTION Version 5 and be able to use the new software package 
effectively.   
 
The notes explain the important user interface, input dialogs and modelling changes. 
 
Refer to the User Guide for more detailed information. 
 
Many improvements in this version have been introduced in response to comments 
from users of SIDRA INTERSECTION Version 4.  We hope you find the 
improvements in Version 5 address your needs. 
 
 
SIDRA SOLUTIONS TEAM 

 
 
 
 
 
 
 
 

 
 
  

INNOVATION AWARD 
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CONTACT US 

Email  

For general enquiries, sales information and training workshops:  
info@ sidrasolutions.com  

For technical support enquiries for users with current COVER:  
support@sidrasolutions.com  

Postal Address  

Akcelik and Associates Pty Ltd, PO Box 1075G, Greythorn, Vic 3104, AUSTRALIA 

 

TECHNICAL SUPPORT  

CONDITIONS 

Technical support is provided for the latest version of SIDRA INTERSECTION only, and 
you need to have valid COVER.  A reasonable amount of technical support is provided to 
registered users under the COVER agreement.  This includes assistance to make the 
software operate on your computer system, and investigation of example files that fail to 
run or produce unexpected results.  It does not include assistance in the normal use of the 
software such as coding of input from an intersection plan.   

BEFORE CONTACTING AKCELIK A ND ASSOCIATES 

Before contacting Akcelik and Associates, refer to the relevant sections of the User Guide.  
Also refer to the Technical Advice  page of the Support  section of 
www.sidrasolutions.com , which is frequently updated with answers to user questions.   
If you are unable to find an answer to your problem using these resources, please use the 
process described below to contact Akcelik & Associates. 

PROCESS FOR CONTACTING AKCELIK AND ASSOC IATES 

To expedite support services, we prefer electronic communications via EMAIL. Use the 
following EMAIL address to ensure that your message is replied to as promptly as 
possible: support@sidrasolutions.com  

When you send an EMAIL message : 

Á ensure that you have a valid COVER, 

Á provide your Customer ID  and Licence Type  which can be found in the About  
dialog under the SIDRA INTERSECTION button (top left corner of the user interface), 

Á include your phone number  and organisational details  in your EMAIL message, 

Á describe your problem succinctly, and include any error messages reported by the 
program, and 

Á if it is a problem with input and output, attach the Project (sip)  file in a zipped folder, 
or if it is a computer system problem, give details of your computer.   

 
SIDRA FORUMS for Traffic & Transport Engineering  

To register: www.sidrasolutions.com/forums  

  

mailto:info@akcelik.com.au
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What is new in SIDRA INTERSECTION Version 5 
SUMMARY 

Summary of New Features  of SIDRA INTERSECTION 5.0   

¶ Much improved roundabout and other intersection layout pictures. 

¶ Extensive user interface improvements, including: 

o a more intuitive intersection geometry configuration method; 

o automatic lane discipline adjustments when intersection geometry or movement 
definitions are changed; 

o slip and continuous lane movements set automatically according to lane type 
specifications; 

o smaller number of input dialogs; 

o approaches & lanes data, roundabout data and movement definitions merged in the 
new "Geometry" dialog; 

o additional functions for faster data entry and processing in various dialogs; 

o easier access to Detailed Output tables and Graphs; and  

o clearer reporting of input and processing errors.   

¶ New templates including freeway diamond interchange, freeway ramp metering signals, 
Pelican pedestrian crossing signals, all-pedestrian phase at signalised intersection.  

¶ Modified Project file management and program control (Save function re-introduced, 
multiple sessions allowed). 

¶ Enhanced method for copying and pasting tables from output reports (including Detailed 
Output report) into Word and Excel. 

¶ Various model improvements including timing method for roundabout metering analysis. 

¶ A number of SIDRA UTILITIES (incorporating API applications) such as Input Comparison 
and Output Comparison programs. 

¶ Much extended API method to enable access to most input and output data. 

¶ Updated User Guide 

Notes  

¶ You can install Version 5 and use it without affecting Version 4 installation.   

¶ The Project file format  is the same for Versions 4 and 5 (sip  extension) and a file created 
by one version can be used in the other.  However, if you run both versions of the program 
at the same time, you should not open the same Project file in both sessions.  
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Important Changes to User Interface  
To Be Noted  by Users of Version 4   

¶ Save function has been introduced.  This means there is no automatic saving.   
Donôt forget to SAVE frequently as you work with this version. 

¶ Process  button is available in each input dialog.  Do not use it until all input preparation is 
complete.    

¶ Approaches & Lanes dialog is now the Geometry dialog.  Data have been reorganised 
with tabs within the dialog. 

¶ Roundabout Data  dialog no longer exists.  Basic Roundabout Data are given in the 
Geometry  dialog. 

¶ Movement Definitions are now given in the Geometry  dialog. 

¶ The new Geometry dialog solves the following difficulties with previous versions: 

o Lane Disciplines  are adjusted automatically after changes to intersection geometry 
and Movement Definitions.  Lane Discipline errors may still result but these are 
identified in the dialog.  

o Slip -lane and continuous -lane movements  are set automatically from lane 
specifications.   

o Movement Type and Control data have been removed from the Movement Data 
dialog.  These are now set automatically.  Approach Control parameter has been 
introduced in the Geometry dialog for two-way sign control cases for this purpose.   

¶ Various other changes have been made to the input d ialog nodes  in the Project tree: 

o Some dialogs have been renamed, e.g. Advanced Model Settings dialog is now 
called Model Settings.    

o Cost  dialog no longer exists.  Cost Parameters are now given in the Model 
Settings  dialog. 

¶ New command buttons in the Pedestrians  dialog help to remove or include all pedestrians 
easily. 

¶ New command buttons in the Sequence Data dialog for signals help to apply settings to all 
sequences easily. 

¶ For data fields with check boxes , the word ñProgramò will appear in the blocked data field if 
the program-determined solution applies when unchecked.  When checked, the default (or 
user-specified) value will be displayed where applicable. 

¶ Input dialogs now display the Site name in the dialog header. 

¶ For Two-Way Stop or Giveway / Yield  Sites, options "E-W Major Road / N-S Major Road" 
are available similar to the Convert options (other directions not relevant to New Site). 

¶ Detailed Output report:  

o Tabbed window for selecting tables has been removed.  Use the links at the top of 
the report.  Use the links at the bottom of each table to go to the top of the report.  

o The tables can now be copied and pasted in MS Word. 

¶ Graphs: Tabbed window for selecting graphs is now in a fixed (docked) position. 

¶ Message Console  has been removed.  Each error message appears in an individual 
message box. 
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When Do You Expect Changes in Results?  

There can be some changes in capacity, performance, level of service and signal timing results from 
Version 5 compared with Version 4 due to changes in various aspects of the traffic model in SIDRA 
INTERSECTION.  These are noted below.   

Roundabouts  

¶ Roundabout Metering :  

o Timing method has been improved.  Results will differ due to different timing results. 

o Performance equations for the Controlling Approach have been revised.  The results 
may be close but different.  

¶ In the regression equations to estimate the follow -up headway and critical gap : 

o the maximum number of entry lanes (ne) and circulating lanes (nc) were specified as 
three to be consistent with survey data, and 

o the condition "if ne > nc + 1, set ne = nc + 1" was imposed in order to prevent excessive 
capacity values that resulted with low circulating flow rates without this condition. 

These changes would mean lower capacity and higher delays when the new constraints apply.  

¶ The minimum value of proportion free  (unbunched) in the bunching model for circulating 
flows was increased to 0.10.  Delay may decrease when this minimum value applies.  This 
corresponds to very high circulating flow rates, therefore very low capacity conditions.   

Other  

¶ Pedestrian Minimum Green Time : This may increase in some cases since the crossing 
distance calculated by SIDRA INTERSECTION is slightly higher:  this may affect signal 
timing results, therefore results for all movements can be different. 

¶ Some bugs  fixed may affect results for specific cases. 

 

 

User Interface Changes  

Various aspects of SIDRA INTERSECTION Version 5 changes to the user interface 
are shown in the following pages.   
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SIDRA INTERSECTION User Interface  

 

 

Opening Project files  

 

  

Select the file type as  
SIDRA INTERSECTION 3.x 
Files  

SIDRA INTERSECTION Files:  

For Version 4 and 5 files ( sip ) 

Tabbed displays of text 

and graphical output  

Project 

Pane 
Display 

Pane 

Ribbon  

SIDRA INTERSECTION Button  

Status bar  

User Guide 
access  

Double click the node in the 
Project tree to open the input 

dialog or output displays  Licence status  


